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Performance specifications are maximum theoretical values.
Maximum concrete output and maximum pressure on concrete cannot be achieved simultaneously.

Performance specifications are maximum theoretical values.
Maximum concrete output and maximum pressure on concrete cannot be achieved simultaneously.

Performance

Pump kit P2023 P2023 P2525

Drive l / min 535 636 636

Delivery cylinders mm 230 x 2,000 230 x 2,000 250 x 2,500

Concrete output max. m³ / h 136 161 162

Pressure on concrete max. bar 85 85 85

Stroke rate max. 1 / min 27 32 22

Concrete valve B-ROCK/XL-Rock B-ROCK/XL-Rock B-ROCK/XL-Rock

Boom 47 R

Pipeline DN 125 

Length of end hose m 3.00 with end hose DN 125 /  
3.50 (1.00 + 2.50) with end hose DN 112

Vertical reach m 46.10

Reach depth m 32.40

Horizontal reach m 41.00

Net horizontal reach m 37.65 (from front of outriggers)

Number of boom sections 5

Slewing range 2 x 365°

Folding height m 9.80

Support

Outrigger width, front m 8.95

Outrigger width, rear m 9.60

Outrigger load, front kN 245

Outrigger load, rear kN 240

Performance

Pump kit P2023 P2023 P2525

Drive l / min 535 636 636

Delivery cylinders mm 230 x 2,000 230 x 2,000 250 x 2,500

Concrete output max. m³ / h 136 161 162

Pressure on concrete max. bar 85 85 85

Stroke rate max. 1 / min 27 32 22

Concrete valve B-ROCK B-ROCK B-ROCK

Boom 47 R

Pipeline DN 125 (4th boom section: DN 112; reduction in the 3rd boom section)

Length of end hose m 3.00

Vertical reach m 46.40

Reach depth m 33.30

Horizontal reach m 42.60

Net horizontal reach m 40.00 (from front of outriggers)

Number of boom sections 4

Slewing range 2 x 185°

Folding height m 13.40

Support

Outrigger width, front m 8.30

Outrigger width, rear m 8.30

Outrigger load, front kN 260

Outrigger load, rear kN 250


